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COVER GROUT ON EXTERIOR WALL WITH SHRINK WRAP. EXTEND 1' BEYOND CORE IN ALL DIRECTIONS.

AutoCAD SHX Text
%%USECTION VIEW

AutoCAD SHX Text
%%UPLAN VIEW

AutoCAD SHX Text
BRICK AND GROUT OUTSIDE FLUSH WITH EXTERIOR MANHOLE WALL

AutoCAD SHX Text
COVER GROUT ON EXTERIOR WALL WITH SHRINK WRAP. EXTEND 1' BEYOND CORE IN ALL DIRECTIONS.

AutoCAD SHX Text
PVC PLUG

AutoCAD SHX Text
PVC PLUG

AutoCAD SHX Text
NOTES: 1. ALL GROUT FILL USED INSIDE A POLYMER MANHOLE SHALL BE ALL GROUT FILL USED INSIDE A POLYMER MANHOLE SHALL BE POLYMER GROUT AS SPECIFIED BY THE MANHOLE PRECASTER 2. ALL PORTLAND CEMENT, GROUT, OR CONRETE FILL USED INSIDE ALL PORTLAND CEMENT, GROUT, OR CONRETE FILL USED INSIDE A STANDARD PRECAST OR OUTSIDE OF A STANDARD OR POLYMER MANHOLE SHALL REQUIRE XYPEX ADMIX C-1000 RED, XYPEX XYCRYLIC ADMIX, OR APPROVED EQUAL 3. WHERE ABANDONED CORE IS WITHIN 1' OF THE BOTTOM OF THE WHERE ABANDONED CORE IS WITHIN 1' OF THE BOTTOM OF THE STRUCTURE, THE BENCH SHALL BE CONSTRUCTED TO COVER THE REPAIR
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