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PRIOR TO SETTING METERS THE PROPERTY CORNERS AND BACK OF SIDEWALK SHALL BE STAKED
ALL METER BOXES SHALL BE SET PER DETAILS TOHO-01 & TOHO-01.1

ALL CLEANOUTS SHALL BE SET PER DETAIL TOHO—-06

EXISTING HYDRANTS, AUTOMATIC FLUSHING DEVICES, OR VALVES SHALL BE MAINTAINED BY THE

HOMEBUILDER AT FINISHED GRADE BETWEEN THE PROPERTY LINES AND FROM THE CENTER OF THE
ROAD TO 10" BEHIND THE RIGHT—OF—-WAY
5. NO PLANTINGS, STRUCTURES, OR OTHER UTILITIES, INCLUDING BUT NOT LIMITED TO TELECOM
PEDESTALS, ELECTRICAL TRANSFORMERS OR POLES, ETC. SHALL BE INSTALLED WITHIN 36" OF ANY
METER BOX, CLEANOUT, VALVE, OR AUTOMATIC FLUSHING DEVICE
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NOTES: 1. PRIOR TO SETTING METERS THE PROPERTY CORNERS AND BACK OF SIDEWALK SHALL BE STAKED PRIOR TO SETTING METERS THE PROPERTY CORNERS AND BACK OF SIDEWALK SHALL BE STAKED 2. ALL METER BOXES SHALL BE SET PER DETAILS TOHO-01 & TOHO-01.1 ALL METER BOXES SHALL BE SET PER DETAILS TOHO-01 & TOHO-01.1 3. ALL CLEANOUTS SHALL BE SET PER DETAIL TOHO-06 ALL CLEANOUTS SHALL BE SET PER DETAIL TOHO-06 4. EXISTING HYDRANTS, AUTOMATIC FLUSHING DEVICES, OR VALVES SHALL BE MAINTAINED BY THE EXISTING HYDRANTS, AUTOMATIC FLUSHING DEVICES, OR VALVES SHALL BE MAINTAINED BY THE HOMEBUILDER AT FINISHED GRADE BETWEEN THE PROPERTY LINES AND FROM THE CENTER OF THE ROAD TO 10' BEHIND THE RIGHT-OF-WAY 5. NO PLANTINGS, STRUCTURES, OR OTHER UTILITIES, INCLUDING BUT NOT LIMITED TO TELECOM NO PLANTINGS, STRUCTURES, OR OTHER UTILITIES, INCLUDING BUT NOT LIMITED TO TELECOM PEDESTALS, ELECTRICAL TRANSFORMERS OR POLES, ETC. SHALL BE INSTALLED WITHIN 36" OF ANY METER BOX, CLEANOUT, VALVE, OR AUTOMATIC FLUSHING DEVICE
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