36"x48” CAST IN PLACE
H—20 RATED ACCESS DOOR
GATE VALVE & BOX (HALLIDAY SERIES H1R3648 OR EQUAL
(SEE DETAIL TOHO—17.0)

FINISH GRADE / FINISH GRADE

3’ MIN
6’ MAX

GATE VALVE & BOX
(SEE DETAIL TOHO-17.0)

MJ RESTRAINED
TEE W/ 27

TAPPED CAP &
CORP. STOP

42"
MIN

FORCE MAIN

; FILTER FABRIC
OVER STONE
MIN No. 57 CRUSHED STONE

FABRIC FILTER TO
WIDTH OF EXCAVATION

FILTER FABRIC
OVER STONE

No. 57 CRUSHED STONE
No. 57 CRUSHED STONE

12+ MIN. DEPTH & 12"
BEYOND PERIMETER OF SLAB

NOTES:

1. THIS DETAIL APPLIES TO BOTH ENTRY AND EXIT PORTS.

2. THIS DETAIL DOES NOT APPLY TO LIFT STATION PIG PORT / EMERGENCY BYPASS DISCHARGE PORT.

3. CRUSHED STONE BEDDING 6" MINIMUM BELOW VALVE AND VAULT SHALL BE COVERED WITH FILTER FABRIC.

4. NO PLANTINGS, STRUCTURES, OR OTHER UTILITIES INCLUDING BUT NOT LIMITED TO TELECOM PEDESTALS, ELECTRICAL
TRANSFORMERS OR POLES, ETC. SHALL BE INSTALLED WITHIN 36" OF ANY SIDE OF THE GATE VAVLES OR VAULT.

EFFECTIVE DATE: 04/01/2025
Toho
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