SAND/MUD TRAP

VENT
FROM BUILDING
PLUMBING

FINISH GRADE

3” VENT TO ROOF, WHEN
USED IN CONJUNCTION
WITH OIL INTERCEPTOR

5

FLEXIBLE CONNECTION

N / (SEE DETAIL TOHO-08.0)

OUTLET

INLET 9 _ |

FLEXIBLE CONNECTION

(SEE DETAIL TOHO-08.0)
4"+
(TYP.)

S.S CLAMP
kR e

PRECAST CONCRETE PER ASTM C478. :
(SEE NOTES 2 & 3) — - ™SS4 50 MESH S.5
[ ' FILTER SCREEN

NOTES:

_

REFER TO STANDARD MANHOLE TOHO—07.0 AND MISCELLANEOUS MANHOLE TOHO—08.0 FOR ADDITIONAL
REQUIREMENTS.

2. PRECAST CONCRETE SHALL BE TYPE 2 CEMENT, 4000 PSI WITH XYPEX ADMIX C—1000 RED, XYPEX
XYCRYLIC ADMIX, OR APPROVED EQUAL.
3. ALL PORTLAND CEMENT, GROUT, OR CONRETE FILL USED INSIDE OR OUTSIDE OF A NON—POLYMER
MANHOLE SHALL REQUIRE XYPEX C—1000 RED, XYPEX XYCRYLIC ADMIX OR APPROVED EQUAL.
4. SAND/MUD TRAP SHALL BE INSTALLED UPSTREAM OF THE OIL INTERCEPTOR IF USED IN CONJUNCTION.
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